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[Amdt. 171-111. 55 FR 52466. Dec. 21. 19901 
EDITOFUAL Nm: For FEI)ERAL REGISTER ci- 

tations affecting 5171.7. see the List of CFR 
Sections Affected in the Finding Aids sec- 
tion of this volume. 
. -~FFECTI?CE_~AT NOTE; At 64 FR 45396. Aug. 
19, 1999. 5171.7 paragraph (a)(3) was amended 
by adding an entry for “Air Transport Asso- 
ciation of America”, effective Mar. 1, 2000. 

5 171.8 Definitions and abbreviations. 
In this subchapter, 
Aerosol means any non-refillable 

metal receptacle containing a gas corn- 
pressed, liquefied or dissolved under 
pressure. the sole purpose of which is 
to expel a nonpoisonous (other than a 
Division 6.1 Packing Group III mate- 
rial) liquid, paste, or powder and fitted 
with a self-closing release device allow- 
ing the contents to be ejected by the 
gas. 

Agricultural product means a haz- 
ardous material. other than a haz- 
ardous waste, whose end use directly 
supports the production of an agricul- 
tural commodity including. but not 
limited to a fertilizer, pesticide, soil - ..-- - _._-. ._. . 
amendment or fuel. An agricul&r& 
producr is limited to a material in 
Class 3, 8 or 9. Division 2.1. 2.2, 5.1, or 
6.1, or an ORM-D material. 

Approval means a written authoriza- 
tion, including a competent authority 
approval, from the Associate Adminis- 
trator to perform a function for which 
prior authorization by the Associate 
Administrator is required under sub- 
chapter C of this chapter. 

Approved means approval issued or 
recognized by the Department unless 
otherwise specifically indicated in this 
subchapter. 

Asphyiant gai means a gas which di- 
lutes or replaces oxygen normally in 
the atmosphere. 

Atmospheric gases means air, nitro- 
gen, oxygen, argon, krypton, neon and 
xenon. 

Authorized Inspection Agency means: 
(1) A jurisdiction which has adopted 
and administers one or more sections 
of the ASME Boiler and Pressure Ves- 

se1 Code as a legal requirement and has 
a representative serving as a member 
of the ASME Conference Committee: or 
(2) an insurance company which has 
been licensed or registered by the ap- 
propriate authority of a State of the 
United States or a Province of Canada 
to underwrite boiler and pressure ves- 
sel insurance in such State or Prov- 
ince. 

Authorized Inspector means an Inspec- 
tor who is currently commissioned by 
the National Board of Boiler and Pres- 
sur;e Vessel Inspectors aild employed as 
an Inspector by an Authorized Inspec- 
tion Agency. 

Bag means a flexible packaging made 
of paper, plastic film. textiles, woven 
material or other similar materials. 

Bar means I BAR = 100 kPa (14.5 psi). 
Ba~--~in&ns a fibi+selfpropelled ves- 

sel. 
Bottle means an inner packaging hav- 

ing a neck of relatively smaller cross 
section than the body and an opening 
capable of holding a closure for reten- 
tion of the contents. 

Bottom shell- means that- portion of a 
tank car tank surface, excluding the 
head ends of the tank car tank, that 
lies within two feet, measured circum- 
ferentially, of the bottom longitudinal 
center line of the tank car tank. 

Box means a packaging with com- 
plete rectangular or polygonal faces, 
made of metal, wood, plywood, recon- 
stituted wood, fiberboard. plastic, or 
other suitable material. Holes appro- 
priate to the size and use of the pack- 
aging, for purposes such as ease of han- 
dling or opening. or to meet classifica- 
tion requirements, are permitted- as 
long as they do not compromise the in- 
tegrity of the packaging during trans- 
portation, and are not otherwise pro- 
hibited in this subchapter. 

Break-bulk means packages of haz- 
ardous materials that are handled indi- 
vidually, palletized, or unitized for pur- 
poses of transportation as opposed to 
bulk and containerized freight. 

Btu means British thermal unit. 
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Bulk packaging means a packaging, being removed from the motor vehicle; 
other than a vessel or a barge, includ- and 
ing a transport vehicle or freight con- (3) Is not fabricated under a speci- 
tainer, in which hazardous materials fication for cylinders, portable tanks, 
are loaded with no intermediate form tank cars, or multi-unit tank car 
of containment and which has: tanks. 

(1) A maximum capacity greater than 
450 L (119 gallons) as a receptacle for a 

Cargo tank motor vehicle means a 
motor vehicle with one or more cargo 

liquid: 
(2) A maximum net mass greater 

tanks permanently attached to or 

than 400 kg (882 pounds) and a max- 
forming an integral part of the motor 
vehicle. 

imum capacity greater than 450 L (119 
gallons) as a receptacle for a solid: or 

Cargo vessel means: (1) Any vessel 

(3) A water capacity greater than 454 
other- than a passenger vessel; and 

kg (1000 pounds) as a receptacle for a 
(2) Any ferry being operated under 

gas as defined in f 173.115 of this sub- 
authority of a change of character cer- 

chapter. 
tificate issued by a Coast Guard Offi- 

Bureau of Explosives means the Bu- 
cer-in-charge, Marine Inspection. 

reau of Explosives (B of E) of the Asso- 
Carrier means a person engaged in the 

ciation of American Railroads. 
transportation of passengers or prop- 
erty by: - -- .- -- 

C  means Celsius or Centigrade. 
Captain of the Port (COTP) means the 

(1) Land or water, as a common, con- 

officer of the Coast Guard. under the 
tract, or private carrier, or 

command of a District Commander,  so 
(2) Civil aircraft. 

designated by the Commandant for the CC means closed-cup. 

purpose of giving immediate direction Character of vessel means the type of 

to Coast Guard law enforcement activi- service in which the vessel is engaged 
ties within an assigned area. As used in at the- time of carriage of a hazardous 

this subchapter, the term Captain of the 
material. 

Port includes an authorized representa- Class means hazard class. See hazard 

tive of the Captain of the Port. class. 

Carfloat means a vessel that operates Class 1. See 5 173.50 of this subchapter. 
on a short run on an irregular basis and CJass 2. See S 173.115 of this sub- 
serves one or more points in a port chapter. 
area as an extension of-a rail fine or --Class 3. See 9173.120 of this sub- 
highway over water, and does not oper- chapter. 
ate in ocean, coastwise. or ferry serv- Class 4. See 5 173.124 of this sub- 
ice. chapter. 

Cargo aircrafi only means an aircraft Class 5. See §173.128 of this sub- 
that is used to transport cargo and is chapter. 
not engaged in carrying passengers. Class 6. See 9173.132 of this sub- 
For purposes of this subchapter. the chapter. 
terms cargo aircraft only, cargo-only air- Class 7. See S 173.403 of this sub- 
craft and cargo aircraft have the same chapter. 
meaning. Class 8. See 5173.136 of this sub- 

Cargo tank means a bulk packaging chapter. 
which: Class 9. See Q173.140 of this sub- 

(1) Is a tank intended primarily for chapter. 
the carriage of liquids or gases and in- Closure means a device which closes 
cludes appurtenances, reinforcements, an opening in a receptacle. 
fittings, and closures (for tank, see 49 COFC means container-on-flat-car. 
CFR 178.345-1(c). 178.337-1. or 178.3381. Combination packaging means a com- 
as applicable); bination of packaging, for transport 

(2) Is permanently attached to or purposes, consisting of one or more 
forms a part of a motor vehicle, or is inner packagings secured in a non-bulk 
not permanently attached to a motor outer packaging. It does not include a 
vehicle but which, by reason of its size. composite packaging. 
construction or attachment to a motor Combustible liguid. See 5 173.120 of this 
vehicle is loaded or unloaded without subchapter. 
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Compatibility group letter means a des- 
ignated alphabetical letter used to cat- 
egorize different types of explosive sub- 
stances and articles for purposes of 
stowage and segregation, See 5 173.52 of 
this subchapter. 

Competent Authority means a national 
agency responsible under its national 
law for the control or regulation of a 
particular aspect of the transportation 
of hazardous materials (dangerous 
goods). The term Appropriate Authority, 
as -used in the ICAO Technical Instruc- 
tions, has the same meaning as Com- 
petent Authority. For purposes of this 
subchapter, the Associate Adminis- 
trator for Hazardous Materials Safety 
is the Competent Authority for the 
United States. 

Cdnipositee p’ackagifig means a pack- 
aging consisting of an outer packaging 
and an inner receptacle, so constructed 
that the inner receptacle and the outer 
packaging form an integral packaging. 
Once assembled it remains thereafter 
an integrated single unit; it is filled, 
stored, sh-ipped and-emptied -as such. 

Compressed gas, See 5 173.115 of this 
subchapter. 

Consumer commodity means a material 
that is packaged and distributed in a 
form intended or suitable for sale 
through retail sales agencies or instru- 
mentalities for consumption by indi- 
viduals for purposes of personal care or 
household use. This term also includes 
drugs and medicines. 

Containership means a cargo vessel 
designed and constructed to transport, 
within specifically designed cells, port- 
able. tanks and freight containers 
which are lifted on and off with their 
contents intact. 

Corrosive material. See S 173.136 of this 
subchapter. 

Crate means an outer packaging with 
incomplete surfaces. 

Crewmember means a person assigned 
to perform duty in an aircraft during 
flight time. 

Cryogenic liquid. See 5 173.115(g) of 
this subchapter. 

Cylinder means a pressure vessel de- 
signed for pressures higher than 40 psia 
and having a circular cross section. It 
does not include a portable tank, 
multi-unit tank car tank, cargo tank, 
or tank car. 

49 CFR Ch. I (10-l-99 Edition) 

Dangerous when wet material. See 
S 173.124 of this subchapter. 

Design Certifying Engineer means a 
person registered with the Department 
in accordance with subpart F of part 
107 ofthis -chapter who has the knotil- 
edge and ability to perform stress anal- 
ysis of pressure vessels and to other- 
wise determine whether a cargo tank 
design and construction meets the ap- 
plicable DOT specification. In addition, 
Design Certifying Engineer means a 
person who meets, at a minimum, any 
one of the following: 

(1) Has an engineering degree and one 
year of work experience in cargo tank 
structural or mechanical design. 

(2) Is currently registered as a profes- 
sional engineer by the appropriate au- 
thority of a State of the United States 
or a Province of Canada. 

(3) Has at least three years experi- 
ence in performing the duties of a De- 
sign Certifying Engineer by September 
1, 1991, and was registered with the De- 
partment by December 31. 1995. 

Designated facility means a hazardous 
waste treatment, storage, or disposal 
facility that has been designated on 
the manifest by the generator. 

District Commander means the Dis- 
trict Commander of the Coast Guard, 
or his authorized representative, who 
has jurisdiction in the particular geo- 
graphical area. 

Division means a subdivision of a haz- 
ard class. 

DOD means the U.S. Department of 
Defense. 

Domestic transportation means trans- 
portation between places within the 
United States other than-through a for- 
eign country. 

Drum means a flat-ended or convex- 
ended cylindrical packaging made of 
metal, fiberboard, plastic, plywood, or 
other suitable materials. This defini- 
tion also includes packagings of other 
shapes made of metal or plastic (e.g., 
round taper-necked packagings or pail- 
shaped packagings) but does not in- 
clude cylinders, jerricans, wooden bar- 
rels or bulk packagings. 

Elevated temperature material means a 
material which, when offered for trans- 
portation or transported in a bulk 
packaging: 

(1) Is in a liquid phase and at a tem- 
perature at or above 190 “C (212 “F): 
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(2) Is in a liquid phase with a flash (6) For cryogenic liquids in cargo 
point at or above 37.8 “C (100 “F) that is tanks, see 5 173.318(f)(l). 
intentionally heated and offered for (7) For cryogenic liquids in tank cars, 
transportation or transported at or see §173.319(d)(l). 
above its flash point: or FIammable gas. See S 173.115 of this 

(3) Is in a solid phase and at a tern; subchapter. 
perature at or above 240 “C (464 “F). Flammable liquid. See 5 173.120 of this 

Engine means a locomotive propelled subchapter. 
by any form of energy and used by a Flammable soIid. See 5173.124 of this 
railroad. subchapter. 

EPA means U.S. Environmental Pro- Flash point. See f 173.120 of this sub- 
tection Agency. chapter. 

Etiologic agent. See -S 173.134 of this Freight container means a- reusable 
subchapter. container having a volume of 64 cubic 

EX number means a number, preceded feet or more, designed and constructed 
by the prefix Ex-. which is assigned by to permit being lifted with its contents 
the Associate Administrator for Haz- intact and intended primarily for con- 
ardous Materials Safety to identify an tainment of packages (in unit form) 
explosive which has been approved. See during transportation. 
3 173.56 of this subchapter. Fuel tank means a tank other than a 

Euemption means a document issued cargo tank, used to transport flam- 
under the authority of 49 U.S.C. 5117 by mable or combustible liquid, or com- 
the Associate Administrator that au- pressed gas for the purpose of sup- 
thorizes a person to perform a function plying fuel for propulsion of the trans- 
that is not otherwise authorized under port vehicle to which it is attached, or 
this subchapter, subchapter C, or other for the operation of other equipment 
regulations issued under 49 U.S.C. 5101- on the transport vehicle... 
51 27 (e.g., Federal Highway Administra- Fumigated lading. See §S 172.302(g) and 
tion routing). 173.9. 

Explosive. See 5173.50 of this sub- Gas means a material which has a 
chapter. vapor pressure greater than 300 kPa 

F means degree Fahrenheit. (43.5 psi) at 50 “C (122 “F) or is com- 
Farmer means a person engaged in pletely gaseous at 20 “C (68 “F) at a 

the production or raising of crops, standard pressure of 101.3 kPa (14.7 psi). - - .- 
poultry, or TivestocK. Gen&r&f public means, for purposes of 

Federal hazardous material transpor- subpart I of part 172. and subpart I of 
tation law means 49 USC. 5101 et seq. part 173 of this subchapter. any person 

Ferry vessel means a vessel which is other than an occupationally exposed 
limited in its use to the carriage of hazmat employee. 
deck passengers or vehicles or both, op- Gross weight or Gross mass means the 
erates on a short run on a frequent weight of a packaging plus the weight 
schedule between two- points over the of its contents. -- --- -- --- ---- -- --- 
most direct water route, other than in Hazard class means the category of 
ocean or coastwise service, and is of- hazard assigned to a hazardous mate- 
fered as a public service of a type nor- rial under the definitional criteria of 
mally attributed to a bridge or tunnel. part 173 of this subchapter and the pro- 

Filling density has the following visions of the § 172.101 table. A material 
meanings: may meet the defining criteria for 

(1) For compressed gases in cylinders, more than one hazard class but is as- 
see 5 173.304(a)(2) table note 1. signed to only one hazard class. 

(2) For compressed gases in tank Hazard zone means one of four levels 
cars, see f 173.314(c) table note 1. of hazard (Hazard Zones A through D) 

(3) For compressed gases in cargo assigned to gases, as specified in 
tanks and portable tanks, see S 173.116(a) of this subchapter, and one 
!j 173.315(a) table note 1. of two levels of hazards (Hazard Zones 

(4) For cryogenic liquids in cylinders, A and B) assigned to liquids that are 
except hydrogen, see § 173.316(c) (1). poisonous by inhalation, as specified in 

(5) For hydrogen, cryogenic liquid in 5173.133(a) of this subchapter. A hazard 
cylinders, see 5 173.316(c)(3) table note 1. zone is based on the LC50 value for 
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acute inhalation toxicity of gases and 
vapors, as specified in 5 173.133(a). 

Hazardous material means a substance 
or material, which has been determined 
by the Secretary of Transportation to . ..--- .- - - be capable of posing an unreasonabre 
risk to health, safety, and property 
when transoorted in commerce, and 
which has been so designated. The term 
includes hazardous substances, haz- 
ardous wastes, marine pollutants, and 
elevated temperature materials as de- 
fined in this- section, materials. des- 
ignated as hazardous under the provi- 
sions of §I72101 of this subchapter. and 
materials that meet the defining cri- 
teria for hazard classes and divisions in 
part 173 of this subchapter. 

Hazardous substance for the purposes 
of this --subchapter, means a - material, 
including its mixtures and solutions, 

(1) Is listed in the appendix A to 
9 172.101 of this subchapter; 

(2) Is in a quantity, in one package, 
which equals or exceeds the reportable 
quantity (RQ) listed in the appendix A 
to !j 172.101 of this subchapter: and 

(3) When in a mixture or solution- 
(i) For radionuclides, conforms to 

paragraph 7 of the appendix A to 
S 172.101. 

(ii) For other than radionuclides. is 
in‘ a concentration bY weight which 
equals or exceeds the concentration 
corresponding to the RQ of the mate- 
rial. as shown in the following table: 

E y7;’ ........ . .......... .T ... . ............... -- -10 -100.000 
......................................... 2 20.000 

100 (45.4) .......................................... 0.2 2,000 
10 (4.54) ............................................ 

I I 

0.02 200 
1 (0.454) ............................................ 0.002 20 

The term does not include petroleum, 
including crude oil or any fraction 
thereof which is not otherwise specifi- 
cally listed or designated as a haz- 
ardous substance in appendix A to 
f 172.101 of this subchapter, and the 
term does not include natural gas, nat- 
ural gas liquids, liquefied natural gas, 
or synthetic gas usable for fuel (or mix- 
tures of natural gas and such synthetic 
g&. 

Hazardous waste, for the purposes of 
this chapter, means any material that 

resent&& marking, certifying. selling, 
offering, manufacturing, recondi- 
tioning, testing, repairing. or modi- 
fying containers, drums, or packagings 
as qualified for use in the transpor- 
tation of hazardous materials. This 
term includes an owner-operator of a 
motor vehicle which transports haz- 
ardous materials in commerce. This 
term also includes any department, 
agency, or instrumentality of the 
United States, a State, a political sub- 
division of a State, or an Indian tribe 
engaged in an activity described in the 
first sentence of this definition. 

Hermetically sealed means closed by 
fusion, gasketing, crimping, or equiva- 
lent means so that no gas or vapor can 
enter or escape. 

IAEA means International Atomic 
Energy Agency. 

IATA means International Air Trans- 
port Association. 
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ICAO means International Civil Avia- 
tion Organization. 

which there is a specific labeling or 
packaging exception. 

IMO means International Maritime Liquid means a material, other than 
Organization. an elevated temperature material, with 

Infectious substance (etiologic agent), a melting point or initial melting point 
See f 173.134 of this subchapter. of 26 ‘C (68 “F) or-lower at a standard 

Inner packaging means a packaging pressure of 101.3 kPa (14.7 psi). A vis- 
for which an outer packaging is re- cous material for which a specific 
quired for transport. It does not in- melting point cannot be determined 
clude the inner receptacle of a com- must be subjected to the procedures 
posite packaging. specified in ASTM D 4359 “Standard 

Inner receptacle means a receptacle Test Method for Determining Whether 
which requires an outer packaging‘in a- Material is -Liquid or Solid”. 
order to perform its containment func- Liquid phase means a material that 
tion. The inner receptacle may be an meets the definition of liquid when 
inner packaging of a combination evaluated at the higher of the tempera- 
packaging or the inner receptacle of a ture at which it is offered for transpor- 
composite packaging. tation or at which it is transported, 

Intermediate bulk container (IBC) not at the 37.8 “C (166 “F) temperature 
means-a rigid or flexible portable pack- specified in ASTM D 4359-84. 
aging, other than a cylinder or port- Magazine vessel means a vessel used 
able tank, which is designed for me- for the receiving, storing, or dispensing 
chanical handling. Standards for inter- of explosives. 
mediate bulk containers manufactured Magnetic material. See § 173.21(d) of 
in the United States are set forth in this subchapter. 
subparts N and 0 of part 178 of this sub- Marine pollutant, means a material 
chapter. which is listed in appendix B to 5 172.101 

Intermediate packaging means a pack- of this subchapter (also see § 171.4) and, 
aging which encloses an inner pack- when in a solution or mixture of one or 
aging or article and is itself enclosed in more marine pollutants. is packaged in 
an outer packaging. a concentration which equals or ex- 

Intennodal container means a freight ceeds: 
container designed and constructed to (1) Ten percent by weight of the solu- 
permit it to be used interchangeably in tion or mixture for materials listed in 
two or more modes of transport. the appendix; -or - - 

Intermodal portable tank or IMportable (2) One percent by weight of the solu- 
tank means a specific class of portable tion or mixture for materials that are 
tanks designed primarily for inter- identified as severe marine pollutants 
national intermodal use. in the appendix. 

In terna tionai transportation means Marking means a descriptive name, 
transportation- identification number, instructions, 

(1) Between any place in the United cautions, weight, specification, or UN 
States and any place in a foreign coun- marks, or combinations thereof, re- 

try; 
quired by this subchapter on outer 

(2) Between places in the United 
packagings of hazardous materials. 

States through a foreign country; or 
Material of trade means a hazardous 

(3) Between places in one or more for- 
material, other than a hazardous 

eign countries -through the United 
waste, that is carried on a motor vehi- 
cle- 

States. 
Irritating material. See S 173.132(a) (2) of 

(1) For the purpose of protecting the 

this subchapter. 
health and safety of the motor vehicle 

Jerrican means a metal or plastic 
operator or passengers; 

packaging of rectangular or polygonal 
(2) For the purpose of supporting the 

cross-section. 
operation or maintenance of a motor 

Limited quantity, when specified as 
vehicle (including its auxiliary equip- 
ment) ; or 

such in a section applicable to a par- 
ticular material, means the maximum 

(3) By a private motor carrier (in- 

amount of a hazardous material for 
cluding vehicles operated by a rail car- 
rier) in direct support of a principal 

Research and Special Programs Admin., D6T - - S 171.8 
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business that is other than transpor- 
tation by motor vehicle. 

Material poisonous inhalation 
means: 

(1) A gas meeting the defining cri- 
teria in 5173.115(c) of this subchapter 
and assigned to Hazard Zone A, B, C, or 
D in accordance with 5 173.116(a) of this 
subchapter: 

(2) A liquid (other than as a mist) 
meeting the defining criteria in 
S 173.132(a)(l)(iii) of this subchapter and 
assigned to Hazard Zone- A -or-B in ac- 
cordance with S 173.133(a) of this sub- 
chapter; or 

(3) Any material identified as an in- 
halation hazard by a special provision 
in column 7 of the § 172.101 table. 

Maximum Allowable Working Pressure 
or MA W P  For DOT specification cargo 
tanks used to transport liquid haz- 
ardous materials, see 5 178.345-1 (k). 

Maximum capacity means the max- 
imum inner volume of receptacles or 
packagings. 

Maximum net mass means the allow- 
able maximum net mass of contents in 
a single packaging, or as used in sub- 
part M  of part 178 of this subchapter, 
the maximum combined mass of inner 
packaging, and the contents thereof. 

Metered dehvery service means a cargo 
tank unloading operation conducted at 
a metered flow rate of 378.5 liters (100 
gallons) per minute or less through an 
attached delivery hose with a nominal 
inside diameter of 3.175 centimeters 
(1*/r inches) or less. 

Miscellaneous hazardous material. See 
S 173.140 of this subchapter. 

Mixture means a material composed 
of more than one chemical compound 
or element. 

Mode means any of the following 
transportation methods: rail, highway, 
air, or water. 

Motor vehfcle includes a vehicle, ma- 
chine. tractor, trailer, or semitrailer, 
or any combination thereof, propelled 
or drawn by mechanical power and 
used upon the highways in the trans- 
portation of passengers or property. It 
does not include a vehicle, locomotive, 
or car operated exclusively on a rail or 
rails. or a trolley bus operated by elec- 
tric power derived from a fixed over- 
head wire, furnishing local passenger 
transportation similar to street-rail- 
way service. 

49 CFR Ch. I (10-l-99 Edition) 

Name of contents means the proper 
shipping name as specified in §172.101 
of this subchapter. 

Navigable waters means, for the pur- 
poses of this subchapter, waters of the 
United State<,- includingthe territorial 
seas. 

Non-bulk packaging means a pack- 
aging which has: 

(1) A maximum capacity of 450 L (119 
gallons) or less as a receptacle for a 
liquid; 

(2) A maximum net mass of 400 kg 
(882 pounds) or less and a maximum ca- 
pacity of 450 L (119 gallons) or less as a 
receptacle for a solid: or 

(3) A water capacity of 454 kg (1000 
pounds) or less as a receptacle for a gas 
as defined in S 173.115 of this sub- 
chapter. 

Nonflammable gas. See § 173.115 of this 
subchapter. 

N. O.S. means not otherwise specified. 
N.U.S. description means a shipping 

description from the § 172.101 table 
which includes the abbreviation n.o.s. 

NPT means an American Standard 
taper pipe thread conforming to re- 
quirements of Federal Standard H28. 
part II. section VII. See S 171.7(d)(12). 

NRC (non-reusable container) means a 
packaging (container) whose reuse is 
restricted in accordance with the pro- 
visions of S 173.28 of this subchapter. 

Occupa tionalry expos&Fhhazmat em-- 
ployee means a hazmat employee whose 
duties involve exposure to ionizing ra- 
diation. 

Occupied caboose means a rail car 
being used to transport non-passenger 
personnel. 

- OMcer in Charge, Marine Inspection 
means a person from the civilian or 
military branch of the Coast Guard 
designated as such by the Commandant 
and who under the supervision and di- 
rection of the Coast Guard District 
Commander is in charge of a des- 
ignated inspection zone for the per- 
formance of duties with respect to the 
enforcement and administration of 
title 52, Revised Statutes, acts amend- 
atory thereof or supplemental thereto, 
rules and regulations thereunder, and 
the inspection required thereby. 

Offshore supply vessel means a cargo 
vessel of less than 500 gross tons that 
regularly transports goods, supplies or 
equipment in support of exploration or 
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production of offshore mineral or en- Packing group means a grouping ac- 
ergy resources. cording to the degree of danger pre- 

Operator means a person who controls 
the- use of an aircraft, vessel, or vehi- 

sented by hazardous materials. Pack- 
ing Group I indicates great danger: 

cle. 
Organic peroxide. See 6 173.128 of this 

Packing Group II. medium danger; 
Packing Group III, minor danger. See 

subchapter. 
ORM means other regulated mate- 

5 172.101 (i) of this subchapter. 

rial. See 5 173.144 of this s;bchapter. 
Passenger (With respect to vessels and 

Outage or &age means the-amount 
for the purposes of part 176 only) means 
a person being carried on a vessel other 

by which a packaging falls short of than: 
being liquid full, usually expressed in (1) The owner or his representative: 
percent by volume. 

Outer packaging means the outermost 
(2) The operator: 

enclosure of a composite or combina- 
(3) A bona fide member of the crew 

tion packaging tog&her with ab- 
engaged in the business of the vessel 

any who has contributed no consideration 
sorbent materials, cushioning and any 
other components necessary to contain 

for his carriage and who is paid for his 

and protect inner receptacles or inner 
services; or 

packagings. --- -- -- ---- -- -- 
(4) A guest who has not contributed 

Overpack, except as provided in sub- 
any consideration directly or indi- 

part I( of part l-78 of ‘this subchapter, 
rectly for his carriage. 

means an enclosure that is used by a Passenger-carrying aircraft means an 
single consignor to provide protection aircraft that carries any person other 
or convenience in handling of a pack- than a crewmember, company em- 
age or to consolidate two or more ployee, an authorized representative of 
nackaees. Ovemack does not include a the United States, or a person accom- 
&an&&t vehidle. freight container. or panying the shipment. 
aircr&t unit load de&e. Examples of Passenger vessel means- 
overpacks are one or more packages: (1) A vessel subject to any of the re- 

(l)- Placed or stacked onto a load quirements of the International Con- 
board such as a pallet and secured by vention for the Safety of Life at Sea, 
strapping, shrink wrapping, stretch 1974. which carries more than 12 pas- 
wrapping. or ether suitable -means: or sengers: 

(2) Placed in a protective outer pack- (2) A cargo vessel documented under 
aging such as a box or crate. the laws of the United States and not 

-Ox?dizer. See f 173.127 of this sub- subject to that Convention, which car- 
chapter. ries more than 16 passengers: 

Oxidizing gas means a gas which may, (3) A cargo vessel of any foreign na- 
generally by providing oxygen, cause tion that extends reciprocal privileges 
or contribute to the combustion of and is not subject to that Convention 
other material more than air does. and which carries more than 16 pas- 

Oxygen generator (chemical) means a sengers: and 
device containing chemicals that upon (4) A vessel engaged in a ferry oper- 
activation release oxygen as a product ation and which carries passengers. 
of chemical reaction. Person means an individual, firm, co- 

Package or Outside Package means a partnership, corporation, company, as- 
packaging plus its contents. For radio- sociation, joint-stock association, in- 
active materials, see s173.403 of this cluding any trustee, receiver, assignee, 
subchapter. or similar representative thereof; or 

Packaging means a receptacle and government, Indian tribe, or agency or 
any other components or materials instrumentality of any government or 
necessary for the receptacle to perform Indian tribe when it offers hazardous 
its containment function in conform- material for transportation in com- 
ance with the minimum packing re- merce or transports hazardous mate- 
quirements of this subchapter. For ra- rial to further a commercial enter- 
dioactive materials packaging, see prise. but such term does not include: 
5 173.403 of this subchapter. (1) The United States Postal Service: 
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(2) For the purposes of 49 U.S.C. 5123 
and 5124, any agency or instrumen- 
tality of the Federal Government. 

Placarded car means a rail car which 
is placarded in accordance with the re- 
quirements of part 172 of this sub- 
chapter except those cars displaying 
only the FUlvlIGATION placards as re- 
quired by S 172.510. 

Poisonous gas. See 5 173.115 of this sub- 
chapter. 

Poisonous materials. See S  173.132 of 
this subchapter. 

Portable tank means a bulk packaging 
(except a cylinder having a water ca- 
pacity of 1000 pounds or less) designed 
primarily to be loaded onto, or on, or 
temporarily attached to a transport ve- 
hicle or ship and equipped with skids, 
mountings, or *accessories t-0 facilitate 
handling of the tank by mechanical 
means. It does not include a cargo 
tank, tank car, multi-unit tank car 
tank, or trailer carrying 3AX, 3AAX, or 
3T cylinders. 

Preferred route or Preferred highway is 
a- highway for shipment- of- K@way 
route controlled quantities of radioactive 
materials so designated by a State 
routing agency, and any Interstate 
System highway for which an alter- 
native highway has not been des- 
ignated by such State agency as pro- 
vided-by S 17.7.825(b) of this subchapter. 

Primary hazard means the hazard 
class of a material as assigned in the 
f 172.101 table. 

Private track or Private siding means 
track located outside of a carrier’s 
right-of-way, yard, or terminals where 
the carrier does not own the rails, ties, 
roadbed, or right-of-way and includes 
track or portion of track which is de- 
voted to the purpose of its user either 
by lease or written agreement, in 
which case the lease or written agree- 
ment is considered equivalent to own- 
ership. 

Proper shipping name means the name 
of the hazardous material shown in 
Roman print (not italics) in f 172.101 of 
this subchapter. 

P.s.i. or psi means pounds per square 
inch. 

P.s.i.a. or psia means pounds per 
square inch absolute. 

P.s.i.g. or psig means pounds per 
square inch gauge. 

49 CFR Ch. I (10-l-99 Edition) 

Public vessel means a vessel owned by 
and being used in the public service of 
the United States. It does not include a 
vessel owned by the United States and 
engaged in a trade or commercial serv- 
iceoi a vessel under contract or char- 
ter to the United States. 

Pyrophoric liquid. See 5 173.124(b) of 
this subchapter. 

Radioactive materials. See S  173.403 of 
this subchapter for definitions relating 
to radioactive materials. 

Rail car means- a car- -designed --to 
carry freight or non-passenger per- 
sonnel by rail, and includes a box car, 
flat car, gondola car, hopper car, tank 
car, and occupied caboose. 

Railroad means a person engaged in 
transportation by rail. 

Receptacle means a containmentves- 
se1 for receiving and holding materials, 
including any means of closing. 

Registered Inspector means a person 
registered with the Department in ac- 
cordance with subpart F of part 107 of 
this chapter who has the knowledge 
and ability to--determine whether a 
cargo tank conforms with the applica- 
ble DOT specification. In addition, 
Registered Inspector means a person 
who meets, at a minimum, any one of 
the following: 

(1) Has an engineering degree and one 
year of-work experience- _ 

(2) Has an associate degree in engi- 
neering and two years of work experi- 
ence. 

(3) Has a high school diploma or Gen- 
eral Equivalency Diploma) and three 
years of work experience. 

(4) Has at least three. years experi- 
ence in performing the duties of a Reg- 
istered Inspector by September 1, 1991, 
and was registered with the Depart- 
ment by December 31. 1995. 

Regulated medical waste. See 5 173.134 
of this subchapter. 

Reportable quantity (RQ) for the pur- 
poses of this subchapter means the 
quantity specified in column 2 of the 
appendix to s172.101 for any material 
identified in column 1 of the appendix. 

Research means investigation or ex- 
perimentation aimed at the discovery 
of new theories or laws and the dis- 
covery and interpretation of facts or 
revision of accepted theories or laws in 
the light of new facts. 
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R&due means the hazardous mate- 
rial remaining in a packaging, includ- 
ing a tank car, after its contents have 
been unloaded to the maximum extent 
practicable and before the packaging is 
either refilled or cleaned of hazardous 
material and purged to remove any 
hazardous vapors. 

RSPA means the Research and Spe- 
cial Programs Administration, U.S. De- 
partment of Transportation, Wash- 
ington, DC 20590. 

-SAD’P means self-accelerated- decom- 
position temperature. See 9173.21(f) of 
this subchapter. 

Salvage packaging means a special 
packaging conforming to 5173.3 of this 
subchapter into which damaged, defec- 
tive or leaking hazardous materials 
packages, or hazardous materials that 
have spilled or leaked, are placed for 
purposes of transport for recovery or 
disposal. 

SCF (standard cubic foot) means one 
cubic foot of gas measured at 60 “F. and 
14.7 psia. 

Self-defense spray means an aerosol or 
non-pressurized device that: 

(1) Is intended to have an irritating 
or incapacitating effect on a person or 
animal; and 

(2) Meets no hazard criteria other 
than for Class 9 (for example, a pepper 
spray: see §173.140(a) of this sub- 
chapter) and,--for an aerosol,-Division 
2.1 or 2.2 (see S173.115 of this sub- 
chapter), except that it may contain 
not more than two percent by mass of 
a tear gas substance (e.g., 
chloroacetophenone (CN) or O- 
chlorobenzylmalonitrile KS) ; see 
9 173.132(a)(2) of this subchapter.) 

Sheathing means a covering con- 
sisting of a smooth layer of wood 
placed over metal and secured to pre- 
vent any movement. 

Shipping paper means a shipping 
order, bill of lading, manifest or other 
shipping document serving a similar 
purpose and containing the informa- 
tion required by $5172.202. 172.203 and 
172.204. 

Siftproof packaging means a pack- 
aging impermeable to dry contents, in- 
cluding fine solid material produced 
during transportation. 

Single packaging means a non-bulk 
packaging other than a combination 
packaging. 

Solid means a material which is not a 
gas or a liquid. 

Solution means any homogeneous liq- 
uid mixture of two or more chemical 
compounds or elements that will not 
un-dergo any segregation under condi- 
tions normal to transportation. 

Specification packaging means a pack- 
aging conforming to one of the speci- 
fications or standards for packagings 
in part 178 or part 179 of this sub- 
chapter. 

Spontaneously combustible ma teriaI. 
See 5 173.124(b) of this subchapter. 

State means a State of the United 
States, the District of Columbia, the 
Commonwealth of Puerto Rico, the 
Commonwealth of the Northern Mar- 
iana Islands, the Virgin Islands, Amer- 
ican Samoa, Guam, or any other terri- 
tory or possession of the United States 
designated by the Secretary. 

State-designated route means a pre- 
ferred route selected in accordance 
with U.S. DOT “Guidelines for Select- 
ing Preferred Highway Routes for 
Highway Route Controlled. Quantities 
of Radioactive Materials” or an equiv- 
alent routing analysis which ade- 
quately considers overall risk to the 
public. 

Stowage means the act of placing haz- 
ardous materials on board a vessel. 

Strong outside container means the 
outermost- enclosure which- provides 
protection against the unintentional 
release of its contents under conditions 
normally incident to transportation. 

Subsidiary hazard means a hazard of a 
material other than the primary haz- 
ard. (See primary hazard). 

-Table- -in- §172;181-or--$l?Z.J01- +aMe 
means the Hazardous Materials Table 
in S 172.101 of this subchapter. 

Technical name means a recognized 
chemical name or microbiological 
name currently used in scientific and 
technical handbooks, journals, and 
texts. Generic descriptions are author- 
ized for use as technical names pro- 
vided they readily identify the general 
chemical group, or microbiological 
group. Examples of acceptable generic 
chemical descriptions are organic phos- 
phate compounds, petroleum aliphatic 
hydrocarbons and tertiary amines. For 
proficiency testing only. generic 
microbiological descriptions such as 
bacteria, mycobacteria, fungus, and 
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viral samples may be used. Except for 
names which appear in subpart B of 
part 172 of this subchapter, trade 
names may not be used as technical 
names. 

TOFC means trailer-on-flat-car. 
Top shell means the tank car tank 

surface, excluding the head ends and 
bottom shell of the tank car tank. 

Trailership means a vessel, other than 
a carfloat, specifically equipped to 
carry motor transport vehicles and 
fitted with installed securing devices 
to tie down each vehicle. The term 
traikship includes Roll-ofloll-off (RO/ 
RO) vessels. 

Train means one or more engines cou- 
pled with one or more rail cars, except 
during switching operations or where 
the operatiori -1s that of classifyirig and 
assembling rail cars within a railroad 
yard for the purpose of making or 
breaking up trains. 

Trainship means a vessel other than a 
rail car ferry or carfloat, specifically 
equipped to transport railroad vehicles, 
and fitted with- installed securing de- 
vices to tie down each vehicle. 

port of Dangerous Goods. 
Unit load device means any type of 

freight container, aircraft container, 
aircraft pallet with a net, or aircraft 
pallet with a net over an igloo. 

United States means a State of the 
United States, the District of Colum- 
bia, the Commonwealth of Puerto Rico, 
the Commonwealth of the Northern 
Mariana Islands, the Virgin Islands, 
American Samoa. Guam, or any other 
territory or possession of the United 
States designated by the Secretary. 

Vessel includes every description of 
watercraft. used or capable of being 
used as a means of transportation on 
the water. 

b9 CFR Ch. I (10-l-99 Edition) 

Viscous liquid means a liquid material 
which has a measured viscosity in ex- 
cess of 2500 centistokes at 25 “C. (77 “F.) 
when determined in accordance with 
the procedures specified in ASTM 
Method D 445-72 *‘Kinematic Viscosity 
of Transparent and Opaque Liquids 
(and the Calculation of Dynamic Vis- 
cosity)” or ASTM Method D 1200-70 
“Viscosity of Paints, Varnishes, and 
Lacquers by Ford Viscosity Cup.” 

Volatility refers to the relative rate of 
evaporation of materials to assume the 
vapor state. 

Water reactive material. See 5 173.124(c) 
of this subchapter. 

Water resistant means having a degree 
of resistance to permeability by and 
damage caused by water in liquid form. 

Wooden bar& means- a packaging 
made of natural wood, of round cross- 
section, having convex walls, con- 
sisting of staves and heads and fitted 
with hoops. 

W. T. means watertight. 
(Amdt. 171-32, 41 FR 15994, Apr. 15, 19761 

EDITORIAL NOTE: For FEDERAL RECISTFB ci- 
tations affecting S171.8, see the List of CFR 
Sections Affected appearing in the Finding 
Aids section of this volume. 

9 171.9 Rules of construction. 
(a) In this subchapter, unless the con- 

text requires otherwise: 
71) Words imparting the--sirigular in- 

clude the plural: 
(2) Words imparting the plural in- 

clude the singular; and 
(3) Words imparting the masculine 

gender include the feminine: 
(b) In this subchapter, the word: (1) 

“Shall” is-used in an imperative sew 
(2) “Must” is used in an imperative 

sense: 
(3) “Should” is used in a rec- 

ommendatory sense; 
(4) “May” is used in a permissive 

sense to state authority or permission 
to do the act described, and the words 
“no person may * * *” or “a person 
may not * * *” means that no person is 
required, authorized, or permitted to 
do the act described: and 

(5) “Includes” is used as a word of in- 
clusion not limitation. 
[Amdt. 171-32, 41 FR 15996. Apr. 15. 1976. as 
amended by Amdt. 171-32A, 41 FR 40630. Sept. 
20. 1976; Amdt. 171-121, 58 FR 51528. Oct. 1, 
19931 
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TABLE I -MAXIMUM AMBIENT 
GASOLINE 

TEMPEFWTURE-  

ASTM D439 vdatiliiy class 
Maximum lading and 
ambient temperature 

(see note 1) 

A  ........................................................ 
(RVPc-9.0 psia) 

................. ....................................... 
~VPc=lO.O psia) 

................. ....................................... 
kVP<=l1.5 psia) 
D  ........................................................ 

131 “F 

124 ‘F 

116 “F 

107 “F 
(ERVP-z-13.5 psia) 

..~ . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100°F 
(RVP<=15.0 psia) 

AANote 1: Based on maximum 
top of cargo tank. 

lading of 1 paig at 

B35 Tank cars containing hydrogen cyanide 
may be alternatively marked “Hydro- 
cyanic acid, liquefied” if otherwise con- 
forming to marking requirements in sub- 
part D of this part. Tank cars marked 
“HYDROCYANIC ACID” prior to October 

safety relief device having a start-to-dis- 
charge pressure of 10.34 Bar (150 psig). The 
tank car specification may be marked to 
indicate a test pressure of 13.79 Bar (200 
Psi@* 

844 All parts of valves and safety relief de- 
vices in contact with lading must be of a 
material which yill not cause formation of 
acetylides. 

B45 Safety relief valves must be equipped 
with stainless steel or platinum frangible 
discs approved by the AAR Committee on 
Tank Cars. 

B46 The detachable protective housing for 
the loading and unloading valves of multi- 
unit tank car tanks must withstand tank 
test pressure and-must be approved by- the 
Associate Administrator for Hazardous 
Materials Safety. 

B47 A  safety relief device with a start-to- 
discharge pressure setting of 310 kPa (45 
psig) is permitted. 

B48 Portable tanks in sodium metal service 
may be visually inspected at least once 
every 5 years instead of being retested 
hydrostatically. Date of the visual inspec- 
tion must be stenciled on the tank near 
the other required markings. 

B49 Tanks equipped with interior heater 
coils are not authorized. Single unit tank 
car tanks must have a safety relief valve 
set at no more than 1551 kPa (225 psig). 

B50 Each valve outlet of a multi-unit tank 
car tank must be sealed by a threaded solid 
plug or a threaded cap with inert luting or 
gasket material. Valves must be of stain- 

291 

F-23 



Research and Special Programs Admin., DOT 3 173.2 

RATE OF PER~JFZATION IN PL%STIC PACK- 
AGING AND RJZCE~TACLE~ 

APPENDIX C To PART 173-PRoWLXJRE FOR 
BASE-LEVEL VIBRATION TESTING 

APPENDIX D TO PART 173-TIZST METHODS FOR 
DYNAMITE (E~~L.o%vE. BLXXING. TYPE 
A) 

APPEND]= E-G TO PART 173 [RESERVED] 
APPENDIX H TO PART 173--M~?woo OF TEST- 

ING FOR SUSTAINED COMBUSTIWUW 
AUTHORITY: 49 U.S.C. 5101-5127. 44701; 49 

CFR 1.45, 1.53. 

Subpart A-General 

B 173.1 Purpose and scope. 
(a) This part includes: 
(1) Definitions of hazardous materials 

for transportation purposes; 
(2) Requirements to be observed in 

preparing hazardous materials for ship- 
ment by air, highway, rail, or water, or 
any combination thereof; and 

(3) Inspection, testing. and retesting 
responsibilities for persons who retest, 
recondition. maintain, repair and re- 
build containers used or intended for 
use in the transportation of hazardous 
materials. 

(b) A shipment of hazardous mate- 
rials that is not prepared in accordance 
with this subchapter may not be of- 
fered for transportation by air. high- 
way, rail, or water. It is the responsi- 
bility of each- hazmaf employer subject 
to the requirements of this subchapter 
to ensure that each hazmat employee 
is trained in accordance with the re- 
quirements prescribed in this sub- 
chapter. It is the duty of each person 
who offers hazardous materials for 
transportation to instruct each of his 
officers, agents, and employees having 
any responsibility for preparing haz- 

ardous materials for shipment as to ap- 
plicable regulations in this subchapter. 

(c) When a person other than the per- 
son preparing a hazardous material for 
shipment performs a function required 
by this part, that person shall perform 
the function in accordance with this 
part. 

(d) In general, the Hazardous Mate- 
rials Regulations (HMR) contained in 
this subchapter are based on the UN 
Recommendations and are consistent 
with international regulations issued 
by the International Civil Aviation Or- 
ganization (ICAO Technical Instruc- 
tions) and the International Maritime 
Organization ( IMDG Code). However, 
the HMR are not consistent in all re- 
spects with the UN Recommendations, 
the ICAO Technical Instructions or the 
IMDG Code, and compliance with the 
HMR will not guarantee acceptance by 
regulatory bodies outside of the United 
States. 
[Amdt. 173-94, 41 FR 16062. Apr. 15, 1976, as 
amended by Amdt. 173-100, 41 FR 40476. Sept. 
20, 1976; Amdt. 173-161,48 FR 2655, -Jan- 20. 
1983; Amdt. 173-224. 55 FR 52606. Dec. 21, 1990; 
Amdt. 173-231. 57 FR 20953, May 15, 1992: 64 
FR 10776. Mar. 5, 19991 

P173.2 Hazardous materials classes 
and index to hazard class defini- 
tions. 

The- hazard class of a hazardous ma- 
terial is indicated either by its class 
(or division) number, its class name, or 
by the letters “ORM-D”. The following 
table lists class numbers, division num- 
bers, class or division names and those 
sections of this subchapter which con- 
tain definitions for classifying haz- 
ardous materials, including forbidden 
materials. 

Division No. 
Of MY)  

. . . . . . . . . . . . . . . . . . . . 

. . . . . . . . . . . . . . . . . . . . 
1.1 
I.2 
1.3 
I.4 
1.5 
I.6 
2.1 
2.2 
2.3 

. . . . . . . . . . . . . . . . . . . . 
4.1 
4.2 
4.3 

Name of dass or division I 49 CFR ref- 
erencB for 
definitions 

Forbidden materials .............................................................................................................. 
Forbidden explosives ............................................................................................................ 
Expiosiies (with a mass explosion hazard) .......................................................................... 
Expbsiies (with a projection hazard) ................................................................................... 
Explosives (with predcminately a fire hazard) ...................................................................... 
Explosives (with no signkant blast hazard) ........................................................................ 
Very insansitive expiosiias; biasting agents ........................................................................ 
Extreme@ irtsansitive detonating substances ....................................................................... 
Flammable gas ...................................................................................................................... 
Non-6arnmable compressed gas .......................................................................................... 
Poisonous gas ....................................................................................................................... 
Flamrnabie and combustible liquid ....................................................................................... 
Flammable sotid .................................................................................................................... 
Spontaneously combustibie material .................................................................................... 
Dangerous when wet material .............................................................................................. 

173.21 
.I7354 

173.50 
173.50 
173.50 
173.50 
173.50 
173.50 

173.115 
173.115 
173.115 
173.120 
173.124 
173.124 
173.124 
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Class Division No. 
No. (if any) 

49 CFR Ch. I (W-1-99 Editibr$ 

Name of class or division 
4~r~sc; $f- 

definitions 

5 
5 
6 
6 
7 
6 
9 
None 

5.1 

-- ::: 
6.2 

Oxidizer ................................................................................................................................. 
Organic peroxide ................................................................................................................... 
Poisonousmaterials . .~.- ..- l_l.. .._.-........-..._..-....-........--- ...... ..-...lll.........l.-.-.-..-.- .- 

173.127 
173.126 
173.132 
173.134 
173.403 

Infectious substance (Etidogic agent) .................................................................................. 
Radioactive material .............................................................................................................. 

173.136 
173.140 
173.144 

Corrosive material ................................................................................................................. 
Miscellaneous hazardous material ........................................................................................ 
Other regulated material: ORM-D ........................................................................................ 

[Amdt. 173-224, 55 FR 52606. Dec. 21. 1999, as 
amended at 57 FR 45460. Oct. 1. 1992; Amdt. 
173-234, 58 FR 51531. Oct. 1, 19931 

is 173.2a Classification of a material 
having more than one hazard. 

(a) Classification of a material having 
more than one hazard. Except as. pro- 
vided in paragraph (c) of this section, a 
material not specifically listed in the 
5 172.101 table that meets the definition 
of more than one hazard class or divi- 
sion as defined in this part, shall be 
classed according to the highest appli- 
cable. -hwmd .&es of the .fol!Wng haz- 
ard classes, which are listed in descend- 
ing order of hazard: 

(1) Class 7 (radioactive materials, 
other than limited quantities). 

(2) Division 2.3 (poisonous gases). 
(3) Division 2.1 (f lammable gases). 
(4) Division 2.2 (nonflammable gases). 
(5) Division 6.1 (poisonous liquids), 

Packing Group I, poisonous-by-inhala- 
tion only. 

(6) A material that meets the defini- 
tion of a pyrophoric material in 

S 173.124(b)(l) of this subchapter (Divi- 
sion 4.2). 

(7) A material that meets the defini- 
tion of a self-reactive material in 
5 173.124(a)(2) of this subchapter (Divi- 
sion 4.1). 

(8) Class 3 (f lammable liquids). Class 
8 (corrosive materials), Division 4.1 
(f lammable solids), Division 4.2 (spon- 
taneously combustible materials), Di- 
vision 4.3 (dangerous when wet mate- 
rials), Division 5.1 (oxidizers) or Divi- 
sion 6.1 (poisonous liquids or solids 
other than Packing Group I, poisonous- 
by-inhalation). The hazard class and 
packing group for a material meeting 
more than one of these hazards shall be 
determined using the precedence table 
in paragraph (b) of this section, 

(9) Combustible liquids. 
(10) Class 9 (miscellaneous hazardous 

materials). 
(b) Precedence of hazard table for 

Classes 3 and 8 and Divisions 4.1, 4.2, 4.3, 
5.2 and 6.1. The following table ranks 
those materials that meet the defini- 
tion of Classes 3 and 8 and Divisions 
4.1. 4.2, 4.3, 5.1 and 6.1: 

PRECEDENCE OF HAZARD TABLE - - - 
-[Hazard dass and packing group] 

611 d&l 
3 
3 
6.1 
6.1 
6.1 
6.1 
6.1 
4.3 
4.3 
6.1 
5.1 
5.1 
6.1 

. . . . . 

. . . . . . . . 

. . . . . . . . 
. . . . . . . 

. . . . . . . . 

6.1 
4.1 
6.1 
4.2 
6.1 
4.3 
4.3 
6.1 
5.1 
5.1 
6.1 
. . . . . 
. . . . . 
. . . . . 
. . . . . 
. . . . . 

34 
4.1 
4.1 
4.2 
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specified therein. However, no person 
may use a packaging under the author- 
ity of this paragraph unless he main- 
tains a copy of the exemption at each 
facility where the packaging is being 
used in connection with the shipment 
or transportation of the hazardous ma- 
terial concerned. Copies of exemptions 
may be obtained from the Associate 
Administrator for Hazardous Materials 
Safety, U.S. Department of Transpor- 
tation. Washington, DC 20590-9901. At- 
tention: Docket Section. 

(c) When an exemption issued to a 
person who offers a hazardous material 
contains requirements that apply to a 
carrier of the hazardous material. the 
offeror shall furnish a copy of the ex- 
emption to the carrier before or at the 
time a shipment-is tendered. 
(Amdt. 173-93. 41 FR 3478, Jan. 23. 1976. as 
amended by Amdt. 173-121, 43 FR 48643, Oct. 
19. 1978: Amdt. 173-223, 55 FR 39981. Oct. 1. 
1990; Amdt. 173-224. 56 FR 66279, Dec. 20. 1991; 
Amdt. 173-233. 58 FR 33395, June 16. 1993; 
Amdt. 173.249. 61 FR 21102. May 9. 1996; 
Amdt.+73-249. 61 FR 51242, Oct. 1, 19961 

5 173.23 Previously authorized packag- 
ing. 

(a) When the regulations specify a 
packaging with a specification mark- 
ing prefix of “DOT.” a packaging 
marked prior to January 1, 197% w-&h 
the prefix of “ICC” may be used in its 
place if the packaging otherwise con- 
forms to applicable specification re- 
quirements. 

(b) [Reserved] 
(c) After July 2, 1982. a seamless alu- 

minum - cylinder manufactured in con- 
formance with and for use under DOT 
special permit (SP) or exemption (E) 
6498, 7942, 8107, 8364 or 8422 may be con- 
tinued in use if marked before or at the 
time of the next retest with either the 
specification identification “3AL” im- 
mediately above the special permit or 
exemption number, or the DOT mark 
(e.g., DOT 3AL 1896) in proximity to 
the special permit or exemption mark- 
ing. 

(d) Cylinders (spheres) manufactured 
and marked under DOT special permit 
(SP) or exemption (E) 6616 prior to Jan- 
uary 1, 1983. may be continued in use if 
marked before or at the time of the 
next retest with the specification iden- 

tification “4BA” near the special per- 
mit or exemption marking. 

(e) After October 1, 1984, cylinders 
manufactured for use under special per- 
mit (SP) or exemption (E) 6668 or 8494 
may be continued in use, and must be 
marked “DOT-4LXXXYY” (XXX to be 
replaced by the service pressure, YY to 
be replaced by the letters “AL”, if ap- 
plicable) in compliance with Specifica- 
tion 4L (§ 178.57 of this subchapter) on 
or before January 1. 1986. The “DOT- 
4LXXXYY” must -appear in proximity 
to other required special permit or ex- 
emption markings. 

(f) An MC 331 cargo tank motor vehi- 
cle must conform to structural integ- 
rity requirements in §178.337-3 or to 
corresponding requirements in effect at 
thetime offTI%Wf~tUFXZ---- -- -- -- 

(g) A non-bulk packaging manufac- 
tured, tested, marked, and certified on 
or before September 30, 1996. in accord- 
ance with the applicable provisions of 
subparts L and M  of part 178 of this 
subchapter in effect on September 30. 
1995, may be used as authorized by this 
subchapter if the packaging conforms 
to all requirements applicable at the 
time of manufacture. In addition, such 
a packaging may be reused as author- 
ized by S 173.28 without a nominal 
thickness marking, if it conforms to 
the minimum thickness criteria pre- 
scribed in 5 173.28(b) (4). 
[Amdt. 173-3, 33 FR 14921. Oct. 4. 19681 

EDITOFUAL Nm: For FEDERAL REGISTER ci- 
tations affecting f173.23, see the List of CFR 
Sections Affected appearing in the Finding 
Aids section of this volume. 

5 173.24 - General requirements fbr 
packagings and packages. 

(a) Applicability. Except as otherwise 
provided in this subchapter, the provi- 
sions of this section apply to- 

(1) Bulk and non-bulk packagings; 
(2) New packagings and packagings 

which are reused: and 
(3) Specification and non-specifica- 

tion packagings. 
(b) Each package used for the ship- 

ment of hazardous materials under this 
subchapter shall be designed, con- 
structed. maintained, filled, its con- 
tents so limited, and closed, so that 
under conditions normally incident to 
transportation- 
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